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GOOD FOREVER
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QUALITY ELECTRODE HOLDERS

“TWISTER” AND ISOLATOR ELECTRODE HOLDER
HOTLINE: (+84)93.44.77.387

WEBSITE: PHUKIENHAN.COM.VN

DELI AN

GOOD FOREVER

The LT-250/400 design minimizes
exposed screws, internal metal parts or
any current carrying members in the
holder for added user safety.

ltem Amp Cable Electrodes
Model | Code No. | Capacity Capacity UpTo Length Weight
Medium Duty | LT-250 01420 250 2/0 (70mm’) | 3/16" (4.75mm) 8" (203mm) | 11 oz. (310g)
RHA-250*| 01430 250 — 3/16" (4.75mm) 3-1/2" (89mm) | 5.4 oz. (1530)
Heavy Duty | LT-400 01410 400 3/0 (70mm’) 1/4" (6.35mm) | 8-15/16" (227mm) | 22 oz. (6249)
RHA-400*| 01400 400 — 1/4" (6.35mm) 4-1/8" (105mm) 9 0z. (2550)

*MODEL RHA-250/400 Replaceable Head Only

Holders may be custom imprinted with company name.

LT-250/400 Holder Replacement Parts

-
LT-250 LT-400 LT-250 LT-400
Item No.| Description Item Code No. | Item Code No. Item No.| Description Item Code No. | ltem Code No.
i Head Insulator 01422 01472 6. Handle 01424 01474
2 Head Insulator Screw 01485 01485 il Pressure Pin 01423 01481
3. | Head Member 01427 01477 8. Brass Body w/Screws 01432 01482
4. Spring Cup 01425 01284 g Pressure Pin Screw 01485 01485
5. Spring Coil 01426 01286 10. (val-Point Screw (2) 01025 (1) 01025 (2)
Isolator Holders

PLUNGER DISENGAGED FROM LOWER JAW - OPEN CIRCUIT
PULL ON CABLE UNTIL BUTTON ENGAGES CATCH, WHICH HOLDS PLUNGER IN RETRACTED POSITION

SPAING-LOADED BUTTON A
|

7~ SPRING
AT

~CATCH  —piinGER

ELECTRODE HOLDER LOWER JAW —
(UFPER JAW ASSEMBLY NOT SHOWN)

~ WELDING

15-25 250 AMP

PLUNGER ENGAGED WITH LOWER JAW - CLOSED CIRGUIT
PRESS CATCH TO RELEASE PLUNGER, WHICH ENGAGES LOWER JAW

ALLOWS WELDING CURRENT T FLOW THROUGH ELECTRODE HOLDER

FEATURES
e « Electrode holder with locking mechanism
s » Helps protect user from OCV
Model |Code No. | Description : P -
« Safely reinsert electrode and position into tight, difficult areas
IS-25 | 01525 |AF Style Isolator w/cable « Available in AF or HT style holders, designed for 250 amps using 3/16” electrode maximum
ISH-25| 01555 |HT Style Isolator w/cable « Complete with 12' of No. 2 cable & LC-1040 male connector or optional Dinse Style connector.
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GOOD FOREVER

GROUND CLAMPS  HOTLINE: (+84)9344.77.387

WEBSITE: PHUKIENHAN.COM.VN

A good ground connection is just as inﬁurtam in a welding circuit as the holder and the cables. A good ground clamp reduces energy costs, extends cable
life, helps produce consistent welds and allows ground location to be easily changed.

MG-180
The Model MG-180 is a molded non-conductive ground clamp with copper jaws.
The Model EG-200 ground clamp is ideal for light duty welding. May be used for other light duty applications.
The Model EG-300 ground clamp is ideal for the farm welder or for light shop work.
The Model EG-500 is excellent for field erection or where clamping to bar stock, piping or various shapes of metal is necessary. The pure copper braided
shunt allows both high copper alloy jaws to carry welding current. A rugged, all steel body protects the heavy duty spring.

Economy Ground Clamps
S BEY
@%5 ) Pk,
ﬁ -

EG-200

EG-300

Item Amp Jaw
Model Code No. Capacity Type of Cable Connection Weight Opening
MG-180 02180 180 Bolt and Nut with Support 6.7 0z. (193g) 2" (51mm)
EG-200 02000 200 Bolt and Nut with Support 6 0z. (170q) 17£"(38.1mm)
EG-300 02040 300 Bolt and Nut with Support 11 oz. (310g) 2" (51mm)
EG-500 02050 500 Bolt and Nut with Support 22 oz. (620g) 2" (51mm)
— 02055 Replacement Contact Stud w/Nut - EG-500 — =
— 02056 Replacement Double Hump Jaw w/Nut - EG-500 — s

« LENCO ground clamps have the largest contact area with the work of
any clamp on the market. Serrated upper and lower jaws insure maximum

Quality « High Copper Alloy * Insulated Spring

bite to the work. A good ground clamp helps assure proper voltage for
maximum weld results with all rods.

= Both upper and lower jaws of all three models are made from a high

copper alloy assuring excellent current carrying ability. No steel jaws are
used. A good ground connection assures better welds.

200

« A tough, brass hinge pin is durable and allows both jaws to carry
current. The enclosed heavy duty spring assures a powerful bite on the work.
The insulation on top and bottom provides extended spring life.

« All six of the LENCO ground clamps have the oval-point screw cable
connection which is easy to install. No shim stock or pressure plate is
needed.

ltem Amp Cable Jaw
Model Code No. Capacity Capacity Type of Cable Connection Weight Opening
200 02010 200 No.4 thru No.1/0(25-50mm°) Mechanical Oval-Point Screw 13 0z. (3700) 1" (25.4mm)
300 02020 300 No.1/0 thru No.2/0(50-70mm") Mechanical Oval-Point Screw 26 0z. (740g) 1%" (38.1mm)
500 02030 500 No.3/0 thru No.4/0(70-95mm") Mechanical Oval-Point Screw 35 oz. (995g) 1%" (38.7mm)
LPG-200 LPG-300 LPG-500
Iltem Amp Cable Jaw
Model Code No Capacity Capacity Type of Cable Connection Weight Opening
LPG-200 | 02011 200 No. 4 thru No. 1/0(25-50mm’) Mechanical Oval-Point Screw 13 oz. (370g) 1" (25.4mm)
LPG-300 02021 300 No.1/0 thru No.2/0(50-70mm’) Mechanical Oval-Point Screw 25 oz. (709g) 14" (38.1mm)
LPG-500 02031 500 No.3/0 thru No.4/0(70-95mm’) Mechanical Oval-Point Screw 38 oz. (11kg) 27 (51Tmm)




DELIAN MECHANICAL CABLE LUGS, SPLICERS
cooo rorevee - AND CONNECTOR TERMINALS

» LENCO Cable Lugs Make Positive Cable Connection to the Welder

These mechanical lugs replace the ordinary solder lug for attaching welding cable to a welder. They are heavy duty cast copper alloy to take today's
higher amperages. Cable is easily attached using large oval-point screw connection driven down with a 4" (6.35mm) allen wrench,

rE

_- = - = -2y T § o

LM-610A LM-6108 LM-2040S-HD LM-610Al LM-6108I LM-2040SI-HD
LM-2040A LM-20408 LM-2040S-HD-34 LM-2040AI LM-2040sI LM-20408I1-HD-34
Model | tem Code No. Style | cable Capacity [ Weight | Stud Hole
Without Insulator
LM-610A 07040 Angle 45° No. 6 thru 1/0 (16-50mm2) 4 0z. (115g) 17/32" (13.5mm)
LM-6108 07050 Straight No. 6 thru 1/0 (16-50mm?) 4 0z. (115g) 17/32" (13.5mm)
LM-2040A 07060 Angle 45° No. 2/0 thru 4/0 (50-95mm?) 7 0z. (200g) 17/32" (13.5mm)
LM-20408 07070 Straight No. 2/0 thru 4/0 (50-95mm?) 7 0z. (200g) 17/32" (13.5mm)
LM-2040S-HD 07120 Straight No. 2/0 thru 4/0 (50-95mm?) 20 oz. (570g) 21/32" (16.8mm)
LM-20405-HD-34 07140 Straight No. 2/0 thru 4/0 (50-95mm?) 20 oz. (570q) 25/32" (20mm)
With Insulator
LM-610Al 07080 Angle 45° Insulated No. 6 thru 1/0 (16-50mm?) 50z (140g) 17/32" (13.5mm)
LM-610SI 07090 Straight Insulated No. 6 thru 1/0 (16-50mm?) 5 0z. (140q) 17/32" (13.5mm)
LM-2040AI 07100 Angle 45° Insulated No. 2/0 thru 4/0 {50-95mm?) 8 0z. (230g) 17/32" (13.5mm)
LM-20408SI 07110 Straight Insulated No. 2/0 thru 4/0 (50-95mm?) 8 oz. (230g) 17/32" (13.5mm)
LM-20405]-HD 07130 Straight Insulated No. 2/0 thru 4/0 (50-95mm?) 21 oz, (600q) 21/32" (16.8mm)
LM-2040SI-HD-34 07150 Straight Insulated No. 2/0 thru 4/0 (50-95mm?) 21 oz. (600q) 25/32" (20mm)

Connector Terminals

» LENCO connector terminals offer you the advantage of quickly connecting or disconnecting welding cable at the power source.

» LENCO LDCT-50FA/FS are designed for male Dinse type connectors. Connector terminals are used in place of

® Add 0" Cab’ € solder-type lugs and secured dirgclly to the

e Take Off Cable studs of the welder. The male half of a LENCO
S . cable connector is attached to welding cable
" T Change Polanly and is inserted into the terminal.

o "~ = - ltem Code Used with Stud Hole

_:r"." ) Model Number Style LENCO Connector Weight Diameter
ff.;:- <) CT-10FA 08010 | Angle 45° | LC-10 Male 50z (140g) | 17/32" (13.5mm)
CT-10FS 08020 Straight | LC-10 Male 50z (140g) | 17/32" (13.5mm)
CT-40FA 08030 | Angle 45° | LC-40 or LC-40HD Male |8 oz. (230g) | 17/32" (13.5mm)
v CT-40FS 08040 Straight | LC-40 or LC-40HD Male | 8 oz. (230g) | 17/32" (13.5mm)
CT-10FA & CT-10FS LDCT-50FA | 08110 | Angle 45° | LDC-50/70/95 Male |8 oz (230g) | 17/32” (13.5mm)
LEI::ES: o ngﬁg;ﬁs LDCT-50FS | 08120 | Straight | LDC-50/70/95 Male |8 oz. (230g) | 17/32" (13.5mm)

» Splice Cable Fast, Easy — Anywhere

CS-610
CS-2040

CS-3040

¢ LENCO CABLE SPLICER - CS-2040  * LENCO CABLE SPLICER = CS-3040

LENCO cable splicers are made from a special brass extrusion. Large oval-point steel screws on each end of the splicers make it easy to
splice cables in the shop or in the field. Tough glass filled nylon sleeve insulates the splicer.

Model Item Code No. Cable Connection Amp Capacity Cable Capacity Length Weight
CS-610 06010 Single Oval-Point Screw 250 No. & thru No. 1/0 (16-50mm?) 3%" (95mm) 4 oz. (115g)
£S-2040 06020 Single Oval-Point Screw 350 No. 1/0 thru No. 2/0 (50-70mm?) 44" (108mm) 7 0z. (200g)
CS-3040 06030 Double Oval-Point Screw 500 No. 3/0 thru No. 4/0 (70-95mm?2) 6" (152mm) 12 0z.(340g)

Note: All cable splicers must be properly insulated.

14



DELI AN CABLE LUGS & SPLICERS
600D FOREVER WELDING CABLE LUGS

» Made Special For Welding Cable Use

LENCO cable lugs are precision made from copper tubing. They have an exira long barrel for easy soldering or attaching by the swedg-on process. The
stud holes are made especially for welding machines with plenty of clearance. Flared ends make it easy to insert the cable in the lug.

K
L-8
L-26
L-1020-5/16
POWER CABLE LUGS
Model Item Code No. Cable Capacity Stud Hole Barrel I.D. Weight per 100
-8 06980 No. 12 thru No. 14 (3-2mm2) 13/64" (5.16mm) 185" (4.7mm) 1.1 Ibs. (.42kg)
L-6 06985 No. 8 thru No. 10 (10-6mm2) 13/64" (5.16mm) 232" (6mm) 1.3 Ibs. (.53kg)
L-4 06990 No. 6 thru No. 8 (16-10mm2) 21/64" (8.3mm) 286" (7.3mm) 1.9 Ibs. (.78kg)
-2 06995 No. 4 thru No., 6 (25-16mm2) 21/64” (8.3mm) 336" (8.5mm) 2.8 Ibs. (1.2kg)
WELDING CABLE LUGS
L-26 07005 No. 2 thru No. 6 (35-16mm2) 21/64” (8.3mm) 344" (8.7mm) 4 Ibs. (1.7kg)
L-1 07000 No. 2 thru No. 6 (35-16mm2) 17/32” (13.5mm) 360" (9mm) 4.7 Ibs. (2.1kg)
L-12 07010 No. 1 thru No. 2 (50-35mm2) 17/32” (13.5mm) 402" (10.2mm) 5 Ibs. (2.2kg)
L-1020 07020 No. 1/0 thru No. 2/0 (50-70mm?) 17/32” (13.5mm) 495" (12.6mm) | 10 Ibs. (4.3kg)
L-1020-5/16 07021 Same as L-1020 but with 5/16" hole 21/64" (8.3mm) 495" (12.6mm) 10 Ibs. (4.3kn)
-3040 07030 No. 3/0 thru No. 4/0 (70-95mm2) 17/32" (13.5mm) 620" (15.7mm) 14 Ibs. (6.3ka)

Welding Cable Splicers & Universal Heat Shrink

MODEL §-12 MODEL §-1020 MODEL S-3040 MODEL HS-I

LENCO welding cable splicers are made from copper tube. They are attached to welding cable with the swedg-on tool. LENCO welding
cable splicers are ideal for connecting broken lengths of cable, making repairs and adding on cable for longer runs.

Model Item Code No. Cable Capacity Splicer I.D. Length Weight per 100
5-12 06110 No. 1 thru No. 2 (50-35mm?) A02 (10.2mm) 2.37" (60mm) 4 Ibs. (1.8kg)
5-1020 06120 No. 1/0 thru No. 2/0 (50-70mm?) 495 (12.6mm) 2.92" (74mm) 9 Ibs. (4.1kg)
5-3040 06130 No. 3/0 thru No. 4/0 (70-95mm?) 620 (15.7mm) 3.25" (83mm) 12 Ibs. (5.4kg)
Note: All Cable Splicers must be properly insulated.
Model Item Code No. Description Cahble Capacity 1.D. Length
HS-I 06140 Universal heat shrink with adhesive to fit above splicers No. 2 thru No. 4/0 (25-95mm?) | 1.0 (25.4mm) | 5.00" (127mm)

Swedg-0n Tool

FEATURES

» Lugs and splicers are secured by spring tension during installation
= Capable of using on a full variety of lugs and splicers

= Wide base for stability while swedging

* Provides 1400-1800 Ibs. pull-out resistance

» Easy to read scale for proper swedging

Model | Item Code No. | For Installing LENCO Lugs LENCO Splicer
840 04040 L-8 thru L-3040 S-12 thru §-3040

15
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GOOD FOREVER

MACHINE PLUGS & TIG ADAPTERS
INTERNATIONAL DINSE STYLE

LOP-TON

R E ST

LY

=

Point of Purchase Display Packaging

Item Code No. Interchangeable with the following models
Model Set Dinse ESAB/Airco Lincoln | M.K. Product

LDP-25M 05289 | 05283 | 05284 Dix SK 25 160360895 K-852-25 N/A

LDP-50M 05309 | 05303 | 05304 Dix SK 50 N/A K-852-50 N/A

LDP-70M 05319 | 05313 | 05314 Dix SK 70 13792513 K-852-70 153-0755

LDP-95M 05329 | 05323 | 05324 Dix SK 95 13792513 K-852-95 N/A

Connector Size Male Plug Dia. Cable Capacity Type of Cable Connection Amp Capacity
All 25 .355 (9.0mm) No. 8 thru No. 4 (10-25mm’) Single Oval-Point Screw 150
All 50 .508 (12.9mm) No. 4 thru No. 1/0 (25-50mm’) Single Oval-Point Screw 250
All'70 .508 (12.9mm) 1/0 thru No. 2/0 (50-70mm’) Single Oval-Point Screw 350
All 95 508 (12.9mm) 2/0 thru No. 4/0 (70-95mm’) Double QOval-Point Screw 500

= Offering 11 Dinse type Tig machine plugs to attach most TIG torches to machines equipped with Dinse connections.
= Available for both air cooled and water cooled Tig torches.

=

o
Model ltem Code No. Tig Torch Model Male End Dia. Power Cable Connection Barb 0.D.
LDT-917-F 05610 9,17 .508 (12.9mm) 3/8-24 (M) Air Cooled 1/4-90° w/Boot
LDTI-917-F 05612 9,17 .508 (12.9mm) 3/8-24 (M) Air Cooled (in line) N/A
LDTS-24-M 05655 24 .355 (9.0mm) 3/8-24 (F) Air Cooled 1/4-90° w/Boot
LDTSI-24-M 056551 24 .355 (9.0mm) 3/8-24 (F) Air Cooled N/A
LDT-24-M 05615 24 .508 (12.9mm) 3/8-24 (F) Air Cooled 1/4-90° w/Boot
LDT-26-R 05620 26 508 (12.9mm) 7/8-14 (R.H.) Air Cooled 1/4-90° w/Boot
LDTI-26-R 05622 26 .508 (12.9mm) 7/8-14 (R.H.) Air Cooled (in ling) N/A
LDT-1820-L 05625 18, 20 .508 (12.9mm) 7/8-14 (L.H.) Water Cooled 1/4-90° w/Boot
LDTI-1820-WC 05627 18, 20, 24W .508 (12.9mm) 7/8-14 (LH.) Water Cooled (in line) | 1/8,3/16,1/4-90° w/Boots
LDTS-917-F 05650 9,17 .355 (9.0mm) 3/8-24 (M) Air Cooled 1/4-90° w/Boot
LDTSI-917-F 056501 9,17 .355 (9.0mm) 3/8-24 (M) Air Cooled (in line) N/A

Gas & Water Hose Connectors

LGH-Series used on the following:

LWH-Series used on the following:

LDT-917-F LDTS-24-M LDT-1820-L
LDT-24-M  LDTS-917-F LGH-Series & LWH-Series
LDT-26-R Used on the following:
LDTI-1820-WC
, Model ltem Code No.| Hose Color Description Length | Thread Connection
Wl LGH-18RH 09810 Gas Hose 18" 5/8-18 R.H. Nut
' LGH-96RH 09820 Gas Hose 96" 5/8-18 R.H. Nut
LWH-18LH 09815 Water Hose 18” 5/8-18 L.H. Nut
LWH-96LH 09825 Water Hose 96" 5/8-18 L.H. Nut

Both hoses are nylon braided.

16



GOOD FOREVER

DELI AN ADAPTERS, RECEPTACLES, CONNECTOR

& OUTPUT TERMINALS

/ =G I e,
) ) J
- B 4
LDA ‘ LDA-2510 LDA-513
Item Code No. Male End Interchangeable
Model Set Bl Red Diameier | Adapier Configuration with Miller”
LDA 05335 | 05330 | 05331 |.508 (12.9mm) | Adapter (Dinse LDP-50-95 Male/LENCO LC-40/LC-40HD Female) 042465
LDA-10 05334 | 05332 | 05333 |.508 (12.9mm) | Adapter (Dinse LDP-50-95 Male/LENCO LC-10 Female)
LDA-CAM - 053304 | 053314 | .508 (12.9mm) | Adapter (Dinse LDP-50-95 Male/CAM-LOCK Female) 042466
LDA-2510 | 05339 | 05336 | 05337 | .355 (9.0mm) |Adapter (Dinse LDP-25 Male/LENCO LC-10 Female)
LDA-2540 - 053364 | 053374 | .355 (9.0mm) |Adapter (Dinse LDP-25 Male/LENCO LC-40 Female)
LDA-2550 - 05472 - .355 (9.0mm) |Adapter (Dinse LDP-25 Male/Dinse LDC-50/70/95 Female)
LDA-25CAM - 053305 | 058315 | .355 (9.0mm) |Adapter (Dinse LDP-25 Male/CAM-LOCK Female)(for GAM-LOCK E1012 series only)
LA-1040 - 05075 | 05076 | LC-10 Male |Adapter (LC-10 Male/LC-40 Female)
LDA-4050 - 05470 | 05471 | LC-40 Male |Adapter (LC-40 Male/Dinse LDC-50-35 Female) | 195116
LDA-5025 - 05473 - .508 (12.9mm) | Adapter (Dinse LDP-50/70/95 Male/Dinse LDC-25 Female)
LDA-513 - 05475 - .508 (12.9mm) | Brass Adapter (Dinse LDP-50-95 Male/%2-13 Male Thread)
LA-40CAM - 05480 - LC-40 Male |Adapter (LC-40 Male/CAM-LOCK Female)
LA-CAM40 - 05485 - [CAM-LOCK Male| Adapter (CAM-LOCK Male/LC-40 Female)(for CAM-LOCK E1012 series only)
LDPM-25 LDPM-50 LDPM-50-M
Item Code No. Male End Interchangable with
Model Black Red Description Diameter Fits Cable Connector Miller*
LDPM-25 | 08105 |081051| Panel Receptacle (Female) .355 (9.0mm) LDP-25M N/A
LDPM-50 [ 08106 [081061| Panel Receptacle (Female) .508 (12.9mm) LDP-50/70/95M 129525 (Black)
LDPM-50-M | 08108 | N/A Panel Receptacle (Male) .508 (12.9mm) LDC-50/70/95 Female 143419 (Black)
[CPM-40° | 08104 | N/A | Panel Receptacle (Female) N/A LC-40/LC-40HD Female /A

Insulated Stud Connectors

MODELS LSC-10, LSC-40, and LDSC-50
Designed for power sources having stud
type terminals. This model offers insulation for
those having this type terminal.
= A better connection
= Completely insulated
« A threaded, face-to-face contact with the
power source terminal

+ [Jse with male LENCO cable connector LC-1 D,M
LC-40, and LDP-50/70/95

MODELS LSC-40-H and LDSC-50-H
Designed for power sources having a solid
bus bar. Place cup-type insulation over the
stud terminal and secure connector tightly in
place.
= Face of brass recessed minimal chance of
shorting out
» Use with LC-40 or LC-40HD male connector
* Use the LC-1040 for small cable
= Use the LDSC-50-H with the
LDC-50/70/95 male

Item Code No. Item Code No.

Madel : iLISSN Used with LENCD Connector Stud Thread Model CIETURN T Used with LENCO Connector Stud Thread
LSC-10 08050 | 08051 |LC-10 Male 1/2-13 LSC-40-H 08070 | 08071 |LC-40 or LC-40HD Male 1/2-13
LSC-40 08060 | 08061 |LC-40 or LC-40HD Male 1/2-13 H 05263 | 05264 | Insulator Cup
LDSC-50 | 08150 | 08151 |LDC-50/70/95 Male 1/2-13 LDSC-50-H | 08155 | 08156 |LDC-50/70/95 Male 1/2-13

Power Output Terminals
Power output terminals suitable for replacement on Miller® and Lincoln® power sources.
W o)nm@ @ W B 5 UBLw |
TPO wly LSA LSA-1
Tiem
ltem Code No. ; Model | Code No. | Description Stud Thread
Description Stud Thread  |["[5% 08210 | Lincoln Stud Assembly w/Hardware 172-13
Terminal, Power Output 12-13 (T14166-9 [M13900])
[SA 08211 | Stud Assembly Complete (511125-1) 72-13




DELI AN CHIPPING HAMMERS

GOOD FOREVER

A Complete Line of Weld Cleaning Tools for Fast, Clean, Easy Slag Removal
Spring Handle - Steel Shaft

* Wire Spring Handle
* Drop Forged, Heat-Treated Heads
* Welded-on Heads Can't Come Loose

LH-1 | ltem

LH-2 Model | Code No. Packaging Description Length Weight
LH-1 09010 Individually Boxed Chisel and Pick 10" (254mm) | 16 oz. (450g)
LG-1 09020 Individually Boxed | Chisel and Cross Chisel | 10" (254mm) | 17 oz. (480g)
LHC-1 09030 Individually Boxed Cross Chisel and Pick | 10" (254mm) | 16 oz. (450q)
LH-2 09140 | Bulk Packed 12 Pieces Chisel and Pick 10" (254mm) | 16 oz. (450g)
LG-2 09130 | Bulk Packed 12 Pieces | Chisel and Cross Chisel | 10" (254mm) | 17 oz. (480g)
LHC-2 09150 | Bulk Packed 12 Pieces| Cross Chisel and Pick | 10" (254mm) | 16 oz. (450g)

Wood Handle - Steel Shaft

LGW-1 LHCW-1

D

* Wood Handle Preferred by Many Welders

* Drop Forged, Heat-Treated Heads
— » Heads Welded to Steel Shafts

* Individually Boxed

LHW-1
Item
Model | Code No. Description Length Weight
LHW-1 09040 | Chisel and Pick 10.5" (254mm) |14 oz. (393g)

LHCW-1 09050 | Cross Chisel and Pick 10.5" (254mm) {14 oz. (393qg)
LGW-1 09060 | Chisel and Cross Chisel 10.5" (254mm) |15 oz (423g)
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GOOD FOREVER

Hickory Wood Handles

)

CHIPPING HAMMERS

LWHH LWHHC LWHG
. Item
Hickory handles are unexcelled for Model | Code No. Description Length Weight
toughness and resilience. Drop forged, LWHH | 09100 | Chiseland Pick 11,5" (305mm)| 18 0z. (513g)
heat-treated heads attached to handle with LWHHC | 09110 | Cross Chisel and Pick 115" (305mm)| 18 0z, (513q)
steel and wood wedges LWHG | 09090 | Chiseland Cross Chisel 115" (305mm)| 19 oz. (538q)
Bulk packed 12 per box only
111 Lk
BIG MIKE” Hammer

=

-

This well-balanced hammer has an extra long 8" (203mm) head with
a 1-3/16" (30.15mm) wide blade, good for those hard-to-get-at places.

LWHCM
Item
Model | Code No.| Description Length Weight
LWHCM 09120 “Big Mike" 11.5" (305mm) | 19 oz. (538g)
Bulk packed 12 per box only
ltem
|Model | Code No. | Description
LHR-12 09310 Replacement Wood Handle for all Models
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% DELI AN CHIPPING HAMMERS
' G0op FoREvER CIRCLE BURNER

PLASTIC HANDLE HAMMERS

Molded high impact thermoplastic handles are bright yellow with an
easy-to-find look. The high impact resistance of these molded handles
outlasts wood handles.

*Reduced Impact Sting = Splinter Free

» Safety Yellow Color *Forged Steel Heads

*Ringed Handle End Raises Handle for Easy Pick Up

“LOCK-JAW” WEDGE holds
the hammer head on the
handle with a tremendous grip.

b Description Length Weight
Chisel and Cross Chisel 11.75" (306mm) | 19 oz. (5380)
Chisel and Pick 11.75" (305mm) | 18 oz. (513g)
LPHHC 09210 | Cross Chisel and Pick 11.75" (305mm) | 18 oz. (513g)
LPHCM 09220 | Cross Chisel and Pick 11.75" (305mm) | 19 0z. (5384g)
REPLACEMENT HANDLE Bulk packed 12 per box only
Item
Model Code No. | Description
LHRP 09250 Replacement Plastic Handle for above Models

Hammer & Brush Combinations

The combination hammer & brush offers several advantages to the busy
welder. Hammer and brush are always together; just a quick flip from
chipping to brushing. Individually boxed.

MODEL LA-1
Steel spring handle, steel shaft welded to forged head. Top quality steel
scratch brush - replaceable

MODEL LAW-1

Formed wood handle. Steel shaft welded to forged head. Top quality steel
scratch brush-replaceable.

Item
Model | Code No. Description Length Weight

LA-1 | 09070 |Hammer & Brush w/Spring Handle |11%4" (286mm)| 19 0z.(538g)
LAW-1 | 09080 |Hammer & Brush w/Wood Handle [1174" (286mm)| 17 0z.(480g)

REPLACEMENT STEEL BRUSH AND RETAINER SPRING

ltem
Model Code No. | Description
LWB 09330 Brush For Models LA-1 and LAW-1 Combination Hammers
LBRS 09340 Retainer Spring For Models LA-1 and LAW-1 Combination Hammers
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UNIVERSAL CIRCLE BURNER

>
|
L

-1

UNIVERSAL CIRCLE BURNER
& WELDING BLANKEYS

» Cut circles or straight lines with any oxyfue! cutting torch .f[ v

« Equipped with two wheels and centering pin —

|

This handy tool is ideal for shop or maintenance

45/64" Dia.

= A 1 3

Three set screws in
the rotating head
center the torch tip.

department that must occasionally cut circles or
straight lines but where expensive equipment is not " (17.85mm)
practical. 1 jﬂ(
ltem
ltem No. | Code No. Description
1 03012 Wheel Assembl
MAGNETIC HOLDING BASE : L
for CB-20 or CB-30 Circle Burner 2 [ Center P
Magnet with 16 Ibs.(7.3kg) direct pull holds centering pin in 3. 03014 Guide Block-Round Hole
place, frees your hand and allows you to focus your attention 4. 03015 Guide Block-Square Hole
on the torch. (Caution: Magnet should not be used when 5 03016 Thiiitib Stow

cutting circle with less than a 6” radius.)

Item Maximum Minimum
Model Code No. | Description Diameter Circle Diameter Circle
CB-20 03010 LENCO Circle Burner 18” (457mm) 3'%" (89mm)
CB-30 03020 | LENCO Circle Burner 30 (762mm) 3% (89mm)
MODEL CB-20M 03011 | LENCO Circle Burner w/Magnetic Base 18" (457mm) 31" (89mm)
CERE2030 CB-30M | 03021 | LENCO Circle Bumer w/Magnetic Base 30" (762mm) 37" (89mm)
CBM-2030 | 03030 Magnetic Base Only for CB-20 or CB-30
WELDING BLANKETS
Non-Coated NEW 180z.
100% Fiberglass

Available with or without
Grommets 24” Approx.

22

Item Material

Model Code No.|Description - Finished size Grommet | Color | Weight |
LWB-66-30 08810 |Blanket - 5'- 8" X5’ - 8” Kevlar Stitching | Yes |Golden| 30 oz
LWB-66-18 08811 |Blanket - 5'- 8" X 5' - 8” Kevlar Stitching |  Yes | Golden| 18 oz 3
LWB-66-30-NG| 08812 |Blanket-5'-8" X5 - 8" Kevlar Stitching No |Golden| 30 oz
LWB-68-30 08820 |Blanket-5'-8"X 7' - 8" Kevlar Stitching | Yes  |Golden| 30 oz
LWB-68-18 08821 |Blanket - 5'- 8” X 7’ - 8” Kevlar Stitching | Yes  |Golden| 18 oz 3new
LWB-68-30-NG| 08822 |Blanket-5'-8"X 7' - 8" Kevlar Stitching No |Golden| 30 oz.
LWR-5150-13 | 08840 |Blanket-5'X150' No |Golden| 13 oz
LWR-5150-18 | 08845 |Blanket-5' X150’ No  [Golden| 18 oz ﬁ',mn
LWR-6150-30 | 08850 |Blanket-6'X 150’ No |Golden| 30 oz }
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GOOD FOREVER

ELECTRODE STABILIZING
ROD VENS

LRO-10 LRO-15 W/T LRO-50 LRO-450
SPECIFICATIONS LRO-10 LRO-15 W/T LRO-50 LRO-450-120 LRO-450-230*
Model LRO-10-120 LRO-15-120 W/T LRO-50-120 LRO-450-120 LRO-450-230
Item Code No. 01910 01916 01950 01970 01971
Voltage - Single Phase 120/230V 50/60hz 120/230V 50/60hz 120/230V 50/60hz 120V 50/60hz 230V 50/60hz
AC/DC AC Only AC/DC AC Only AC Only
Capacity 10 Ibs. 15 Ibs. 50 Ibs. 450 Ibs. 450 Ibs.
Size Electrode 107 thru 187 10" thru 187 107 thru 187 10 thru 187 10" thru 187
Handled
Sealed Heating 300 Watts 300 Watts 500 Watts 1500 Watts 1500 Watts
Element
Wiring 5' Heavy Duty Cord 5' Heavy Duty Cord 5" Heavy Duty Cord 5' Heavy Duty Cord 5' Heavy Duty Cord
Pilot Light Yes Yes Yes Yes Yes
Temp Range 300° F Preset 100° F - 300° F 300° F Preset 150° F - 550° F 150° F- 550° F
Adjustable Adjustable Adjustable
Thermostat Preset Adjustable Preset Adjustable Adjustable
Insulation 1" Glass Fibre Batt 1" Glass Fibre Batt 1" Glass Fibre Batt 17 Glass Fibre Batt 1" Glass Fibre Batt
Chamber Size 3.5" Dia. X 19" 35" %357 % 185" 6" X6" X 19" 20" Dia. X 20" 20" Dia. X 20"
Exterior Dim. 8" Dia. X 24~ 55" X 55" X 20" 8" X 8" X 20" 25" X 25" X 26" 25" X 25" X 267
Net Weight 9 Ibs. 12 Ibs. 22 |bs. 143 Ibs. 143 Ibs.
Shipping Dim, 8" X8"X26" 11"X 9" X 24" 11" X9" X 24" 26" X 28" X 26" 26" X 28" X 26”
Shipping Weight |  111bs. ~ 14lbs. 24 Ibs. 185 bs. (with pallet) | 185 Ibs. (with paliet) |

*NOTE - 230 VAC units are not supplied with plug

ROD OVEN REPLACEMENT PARTS

ROD OVEN LRO-10 LRO-15 W/T LRO-50 LRO-450-120 LRO-450-230*
Pilot Light 019231 019231 019231 019231 019231
Basket & Handle 01924 /A N/A N/A M/A
Retaining Clip 01925 WA WA A N/A
Receptacle 01929 N/A /A N/A N/A
Thermostat 019731 N/A 019731 01973 01973
Heating Element /A /A /A 01975 019751
Handle & Laich N/A N/A N/A 01976 01976
Latch Assembly N/A N/A 01977 WA WA
Power Cord 019781 019781 /A N/A N/A
Power Cord w/o Plug N/A N/A /A 19790 19790
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PANELMASTER

The LENCO PANELMASTER combines durability and functionality, making it a cost effective, warkhorse welder for today’s collision
repair market. With fully liquid cooled welding leads and a newly designed ultra efficient transformer, the PANELMASTER delivers 8000
amps of welding power dependably and consistently. Simple, user friendly operation with single dial weld adjustment takes all the
guess work out, saving valuable time and increasing profits. Also included with the PANELMASTER are a single side welding lead
assembly, 14" electrode arms, and wheelhouse electrodes for difficult to reach areas.

* Generates 8,000 amps

« Clamping force of 550 Ibs.

» Maximum welding capacity of 3 pc. 18 ga.
* Mounted on easy movable cart

* Has one sided spot welding gun

* 147 long reach arms

« Wheelhouse electrode arms

* Primary voltage is 208/230 single phase 50/60hz. 60 amps
» Shipping weight 285 Ibs.
» 25" power cable

ltem Code No. Description
20947-8 14" electrode arms - included

ltem Code No. Description
20946 Wheelhouse electrode arms -
included
Item Code Primary KVA | Line Power Input | Maximum Welding Duty Shipping
Model No. Description Voltage Rating | Fuse Size Cable Capacity Cycle Weight
LPM-8 | 20610 PANELMASTER | 208/230 VAC | 8 |60 Amp 45"H x 25’ 3 pc. 18 ga. sq. gun 50% 300 Ibs.
Single Phase 23"Wx25"D

B-144 | 26144 Welding tips - standard arms (pkg 2)

B-143 126143 Welding tips - long reach arms (pkg 2)

LAS-415 [23415  [Coolant - 1 gallon
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RESITANCE SPOT WELDDERS

The LENCOSPOT® MARK II°

The Mark Il welder makes factory type spot welds in the shop. Simple to operate by
pressing the two electrodes against the work and pressing the trigger. Two spot welds
are made at one time from a single side. The mark IT is simple, efficient, and can be
used for a variety of light duty sheet metal applications.

» Time of welds is automatically controlled by solid state electronics
* Protected control panel
* On/0ff indicating switch
» Maximum welding capacity is 20 ga. auto body steel
» Tool storage space
* Primary voltage is 230 single phase 50/60 Hz,
50 amp or 480 single phase 50/60 Hz, 30 amp
* 50’ power cable on 230V models.

Model ltem Code No. Voltage Shipping Weight
L-4000 20400 230 110 Ibs.
L-4480* 20480 480 97 Ibs.
*W/o power cable
—
=

QPK-20
Optional

Replacement tips OPTIONAL Accessories™~ —=

Model Item Code No. [Description Model Item Code No. |Description

A-144 21050 Regular welding tips (pkg 2) QPK-20 27420 Quick Pull dent pulling attachment

A-145 21040 Drip rail welding tips (pkg 2) L-950 27001 Uni-Spot IT squeeze type weld cable assembly

LENCOPULL Portable Dent Pulling Systems

Lenco dent pulling systems allow for any type of pull in any situation. Just weld the star tip to the panel by pressing the trigger, pull, and
twist to remove. No more draw pins to cut and grind, saving valuable time and money. The systems have their own specially designed
transformers and are available in 120 or 230 VAC. LP-2000

» Star tip welds directly to the panel

* Built on slide hammer for one step operation
* Includes heat shrinking tip

= 7" welding and 7’ ground cable leads

« 25" power cable

= Shipping weight is 64 Ibs.

Model Item Code No. | Voltage Amperage Requirement
LP-2000 20720 230 Single Phase | 20 Amps
LP-2000 | 20820 120 Single Phase | 20 Amps
Replacement tips

Model ltem Code No. | Description

OP-451 27451 Star tips (package of 10)
OPTIONAL Accessories

Model Item Code No. | Description

A-2000 22150 Service cart

QC-469 27469 Quick claw kit

SPK-102 | 28916 Welding tip-long studs

A-202 21100 Welding tip-slotted

SPK-103 | 28917 Welding tip-mold rivet

A-200 21080 Welding tip-hollow, stud welding

25
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ARC-FORCE

Electrode Holders
ARC-316

e L. ARC-732
ITEM CODE NO. AMPERAGE

ARC-532 041320 200
ARC-316 041330 250
ARC-732 041340 300
ARC-600 041290 600

ARC FORCE REPLACEMENT PARTS

ELECTRODE HOLDER | ARC-532 | ARC-316| ARC-732
Tip Insulator w/Screws | 041321 | 041321 | 041341

Spring Set 041322 | 041332 | 041332
Replacement Head for ARC-600 (ltem code no. 041295)

Economy Ground Clamps

>
ARC-S300 _~~ ARC-S500 _
$ £, -
0/ -— > -
MODEL | ITEM CODE NO. . AMP CAPACITY \
ARC-S200 042000 200
ARC-S300 042040 300
ARC-S500 042050 500
Flat Ground Clamps
ARC-F200 £ ARC-F300 ~ ARC-F500 =
I _ % - 3
o Y& . T
MODEL ITEM CODE NO. | AMP CAPACITY
ARC-F200 042010 200
ARC-F300 042020 300
ARC-F500 042030 500

Pipe Ground Clamps

ARC- Gzooﬂ&/g ARC-G300 f‘,&

& ‘\..,____, /

AMP CAPACITY

MODEL ITEM CODE NO.
ARC-G200 042011 200
ARC-G300 042021 300
ARC-G500 042031 500




oAy RIRC - FORCE

)
Cable Connectors
ARC-1 MPC ARC-2MPC ARC-4MPC
ARC-1MPC 045140 250 Amp #4 thru 1/0 ARC-2-1-MPC
ARG-2MPC 045150 350 Amp 1/0 thru 2/0 | —
ARC-4MPC 045160 500 Amp 3/0 thru 4/0 |
ARC-2-1-MPC 045170 Whip Connector #4 thru 1/0

International Dinse Type Machine Plugs

ARC-M25 ' ARG—MSO' ARC-M70 ’

MODEL ITEM CODE NO. AMPS ARC-M95
ARC-M25* 045423 200 #8 thru #4
ARC-M50* 045433 300 #4 thru 1/0 —
ARC-M70* 045443 400 1/0 thru 2/0
ARC-M95* 045453 500 2/0 thru 4/0

*Need to order in multiples of two.

Hammer On Lugs and Splicers

ARC-HL42 = ARC-HL1020 _~ = ARC-HL3040
= .
ARC-H_SZFZ ( ARC-HS1 030 ARC-HS3040
“ > ,.‘ — - L : 45 -
MODEL | ITEM CODE NO. DESCRIPTION
ARGC-HL42 047000 Lug #4 thru #2
ARC-HL1020 047020 Lug 1/0 thru 2/0
ARC-HL3040 047030 Lug 2/0 thru 4/0
ARC-HS42 046110 Splicer #4 thru #2
ARC-HS1020 046120 Splicer 1/0 thru 2/0
ARC-HS3040 046130 Splicer 2/0 thru 4/0
Magnetic Ground Clamp Battery Clamps »

ARC-M50G ARC-BAT600

< .

MODEL |ITEM CODE NO. | AMP CAPACITY ITEM CODE NO. | DESCRIPTION
ARC-M50G 042300 300 ARC-BAT600 042180 ‘ Set of Clamps Black/Red




G?OE'I;{) ijgk QUICK REFERENCE HOTLINE: (+84)93.44.77.387

WEBSITE: PHUKIENHAN.COM.VN

180 AMP - 500 AMP _ | RES) |
AIR COOLED Y 4 J\ ' = 29 - 81
MIG & FLUX CORE / /

400 AMP - 500 AMP L pa— .
AIR COOLED MACHINE TORCH ﬁ"

600 AMP
WATER COOLED m___’— 90 - 92
MIG & FLUX CORE

L
(]
=5
(]

S
= R T
L
(= =

130AMP - 45I]AMP
SELF-SHIELD
FLUX CORE

93-101

SUB ARC 1%

& W__-
SMALL BORE TORCHES

acc conpurTs T ——

AND WIRE STRAIGHTENERS

102 - 107

108 - 109

AEC 200
SPOOL GUNS
AND CONTROLS

110-119

PROII &IV

WIRE FEEDERS el

Y s TEr

TIG TORCHES, ACCESSORIES, "¢\ |
TUNGSTEN & COLD WIRE FEEDER "

123 - 154

EASYkleen & %*G‘{t .
ARC GOUGING TORCHES 3t [ J‘;a
AND CARBONS

CERAMIC BACKING

TAPE AND WATER
SOLUBLE PAPER

FLOWMETERS, BALLOON FILLERS, =2\ oy, ‘

GUAGES, CUTTING TIPS, SINGLE AND TWIN HOSE, ) # ”C 170-172
WELD FILLET GAUGES, AND 8 WAY PLIERS -i . -

POWER SOURCES, PORTABLE
CUTTING BEVELING MACHINES,

WELDING POSITIONERS,
TURNING ROLLS & MANIPULATORS

ADJUSTMENT SLIDE, OSCILLATOR LINEAR TYPE, - & _
OSCILLATOR ANGLE TYPE, WELDING SLIDE, - 184 - 185
COMPOUND SLIDES, & b = @.

MOTORIZED WELDING CROSS SLIDES =~

155 - 168

R 169

e
=

173-183

"REPLACEMENT PARTS = 5 "PLASMA Coolant, Cable Covers, Regulaturs ANCHIBIS S i 244
Bemard® . e R e ae sy 186418 mP  (eboma’ 245
Bortech® ........ 189 EA Century®, Esab®. 246-249
Cobramatic® ... 190-191] v T Hypertherm" .......... .. 250-255
ERal i 192193 2 S Lincoln Electric® .......... 256
Lincoln® ... 194-217] E Miller Electric Mfg. Co.” ......... 256-257
Miller” ........... 218-2311 M Smith Merkle® Snap-On* 258
Thermal Arc® .. 21 wn Thermal Dynamics COrp.® oooiiccecieeiene s ssisisssnieneens. 299-265
Tregaskiss® ... 232-233 T

28 TWBED® v e isusss. | 2000043 GONTACTORS e e e iy DT



HOTLINE: (+84)93.44.77.387
WEBSITE: PHUKIENHAN.COM.VN

W " DELI AN MIG GUN QUICK REFERENCE
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Plainunm

Compact 180 Amp 30-35

FPladnunrn
Compact 250 Amp

36 -39

Pladdnunn
SP250 250 Amp Slim Line

40- 43

Flaiinwna “Choice”
FC250 Amp

44 - 47

Plasinuwnn
250 Amp Heavy Duty

48 - 53

\

—
\
*\
\
—

Plaiinuwnm

/
4
)
/
F-o
Compact 400 Amp V4
/
/
/
J

Platinuwnrm

SP400 400 Amp Slim Line 60 - 63

Claslmwnn “Choice”
FC400 Amp

Plaslhuny
400 Amp Heavy Duty

68 - 71

Plalnuwn
450 Amp Heavy Duty

Pladinunn . =
500 Amp /

400 Amp AMT Machine Torch u..}q_

HD450 Amp AMT Heavy Duty W -
Machine Torch

500 Amp AMT Machine Torch u_q“

Platinwn 7 R —
> 90-91

600 Amp Water Cooled MIG Gun '

BT-600/BT-600R*/ST-600 =i . .
Water Cooled Machine Torch ’_ &

72-77

82-83

86 - 89
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peLr aAN COMPACT 180 AMP MIG GUN

GOOD FOREVER

RE—. 'F A
L] G W OB B Ve &

S " STANDARD FEATURES:

=3 -' * Ergonomic handle i

5 = Spare switch leads

= * Extra flexible cable

= = Spring strain reliefs

= « Jacketed gooseneck

o

LENGTH | WIRE SIZE PROFAX NO. | LENGTH | WIRE SIZE

180-23-10 10 023 180-23-12 12’ 023 180-23-15 15 023
180-3035-10 10° .030-.035 180-3035-12 12 | .030-035 180-3035-15 15° | .030-.035
180-4045-10 10° .040-.045 180-4045-12 12 .040-.045 180-4045-15 15’ .040-.045

See page 34 for list on ordering direct connect guns.
Adapter kits available for most models of feeders see pages 88-89.

34 /
g - e i ) TP T T I Y IY YT YV RSN YTNY &
SR RS I e S

AATAATATAAAAATATAA'AA'AA'A'AA T
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DELIAN - COMPACT 180 AMP MIG GUN

i

GOOD FOREVER . q“‘ (L T W
B i W
PROFRXNO. DESCRIPTION | TIP 1.
11-23 Contact tip .023 |.031
11-30 Contact tip .030 |.038 g T =t
11-35 Contact tip .035 |.044 P — . ]
11-40 Contact tip 040 |.047 Lo | 21-50 e 1 L
T S MRS Contact tip .045 |.054 e ] £ea3eL I
8 Standard
E S Series Tips
3=
=
=
E<
=S
O v— BERPR] Contact tip .023 |.031 M11-1.5 Thd.-
11730 Contact tip .030 |.038 M6 - 1 Thd.—
11735 Contact tip .035 |.044 . L
11740 [Contact tip .040 |.047 14" il (2162 Nozzle 5/8°
11745 Contact tip .045 |.054 == Recessed ti
p = p
Tapered
Series Tips
M11 - 15 Thd.7
11H30 Contact tip .030 |.038 ME - 1 Thd.—, /
11H35 Contact tip .035 |.044 e :
11H40 Contact tip .040 |.049 280 @ 21-37F Nozzle 3/8"
11H45 Contact tip .045 |.054 f |. _l Flush tip
1
Heavy duly - 2.1/16" -

Series Tips

M11-1.5Thd.;
M11-1.5Thd.~ ~ M10-1.5Thd.7

M6 - 1 Thd
51 Gas diffuser 21-50F Nozzle 1/2"
Flush tip
L 1-23/32 -
M11-1.5Thd.»
M11-15Thd, M10-1.5Thd.; y
ME - 1 Thd.+ { /
51-23 Gas diffuser 21.69F Nozzle 5/8" 5/8" 1.D.
|_ | Flush tip :
S 1-23/32" !
23/32 I . |
Use with .023 wire
M11-15 Tr‘lﬂ‘_'_.'-
21-37 Nozzle 3/8" 21737 Tapered nozzle 3/8”
Recessed tip Recessed tip

e 2/"— . |
G ———

Use 11T series tips Use 11T series tips
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MO N Vel b

Regulator/Flowmeter

SPECIFICATIONS:

« Brass body

* Preset @ 30 psi

* Flow meter range - 10-60 scth
* Economical design

j1oedwogwnuneld

M10-15Thd.>

PROFAX NO. GAS SERVICE CGA INLET —
RF1430-580 | Argon & Argon/C02 Mixes 580 e ackaled sonduclor e 45 Sl
RF1430-320 CO02 320 180-180J | Jacketed conductor tube 180° e

M10 - 1.5 Th.

PROFAX NO. | DESCRIPTION PROFAX NO. |DESCRIPTION

TFX-180 PROFAX flexible barrel for extreme heat TFX180-12SP |PROFAX flexible barrel 16" over all length
TFX180-185P | PROFAX flexible barrel 22" over all length
TFX180-245P | PROFAX flexible barrel 28 over all length

FOR SPECIAL APPLICATIONS THESE
TFX180°S ARE AVAILABLE ON REQUEST.

T ———-an

o ..I........l.......li.i";.l..'..h -
SRS

- 114" —
e a0 -
(see note)
Note:15" wire conduit assembly (16' - 0" 0.al.)

PROFAX NO. |DESCRIPTION | 1.0D. | 0.D.
42-23-15 15" wire conduit assembly — used with .023 diameter wire 044 | 125
42-3035-15 | 15" wire conduit assembly — used with .030-.035 diameter wire 052 | 156
42-4045-15 |15’ wire conduit assembly — used with .040-.045 diameter wire .060 | .156

*Note: For 180 amp guns with CK/HH/ or H-10 back ends please refer to liner comment on page 34.
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The following direct connects are available by placing the letters shown below before the gun package number.
Example: add an “M” to 180-3035-10; eg M180-3035-10 is now a Miller® direct connect gun.

C-Century®: Powermate 90,160, & 225. Solar@125 (New —1982),
Solar®165 (New-1982) Solar@2-175 (New-1982), Solar®2120 and
Portable mig. Snap-On® YA 212,YA219C Portable mig and YA205.

CK-Systematics®: MP-140, 175, 230 and 250. Snap-On®(by
Systematics) YA212.

*Note: Uses “CK42" series liner

=
= N
(&3 T
@ 2
=35
=y =
E-—l
< 2
(—
[~
N

E-Esab® (L-Tec/Linde): Migmaster 130. All wire feeders with the
MT200/400 Linde mig gun adapter installed.

HH-Hobart®: Handler 120, 130 & 150, Betamig 170 and 1800. 10ft.
guns only.

*Note: Uses “409737" series liner

H10-Hobart®: Handler 130XL, 135 and 175.

*Note: Uses Miller® style 194010/194011/194012 style liners

LH-Lincoln®: SP85, SP100, SP100T, SP125 Plus, SP130T, SP135
Plus, SP135T, SP140l, SP170T, SP175T, SP175 Plus, Weldpack 100,
100 Plus, 125, 155,

Hobari®: Betamig 200, 250 and 251.

LN-Lincoln®: SP150, SP200

LP-Lincoln®: Powermig 140C and 180C. Also SP-140T and SP-180T

M-Miller®: Cricket, Cricket XL, Challenger, Sidekick, Sidekick XL,

Millermatic 90,120,130, 135, 140, 141, 150, 175, 180, 185, 190, 200, 210, 211, 212,
250, 250x, 251, 252, 300, 350, 350P, Pulser and Vintage. Millermatic 35

(after Jan.1980 beginning with s/n JA356001). 22, 50, 60, and 70 series feeders.
X-Treme® 8VS, 12RC and 12VS

Hobart®: Betamig 2510 and Olympic VS.

X-Euro-Quick: Equipment

Airco®: AutoPak 130, Dipstick 160 (New), Dipstick 200 (New)Systems |, Universal,
Mity 4 and Dip-Pak 250.

Century® (Solar®): Solar 165 (0ld)(117-003), Solar 2-125 (Old) and All Star.
Lincoln®: SP250 & SP255. Note: Will not have remote wire speed & voltage contral.
Esab®: Mig 2E, Mig 4HD, Mig 4AF, Migmaster 250,251, 252 and 3001, and
Mobilmaster.

PROFAX: Pro lix and Pro IVx.

SIP®: Topmig 170, 195, Autoplus 150 dual purpose, Autoplus 171 & 196, Autoplus
180 dual purpose, Autoplus Super 210 dual purpose, Autoplus Super 215, Ideal
Super 180,210, 240, 300, 350 & 500.

Schumacher®: Model 90201,

CA-Comparc®: M125, M170, M150S and M2508S.

34 P-Panasonic®: Gunslinger 260 Direct Connects are also available for these machines
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Direct Mount Conversion Kits
Used for converting an existing gun to a different wire feeder.
TAK-180 CAK-180 MAK-180 LAK-180 ,

1 - 3
1 2 : .,3 \,m, ‘

NO.|PROFAX NO.|DESCRIPTION NO. PROFAX NO.| DESCRIPTION NO/PROFAX NO.

1edwogwnuneld

DESCRIPTION NO, PROFAX NO. |DESCRIPTION
1. |R174-T Connector - standard 1. |R174-C Connector for Century® | 1. |R174M-N | Nipple for Miller® 1.|R174-LC Connector for Lincoln®
PROFAX 2. |IMSAK-353 | Gas hose w/grommet connection 2.135-170-5 Gas nipple
2. |AK-354 Control cord 3.|180CCP Control plug 2. |R174-M Connector for Miller” 3.|R174M-R  |Insulator
4. |AK-353-2A | Gas hose clamp (2) 3.|R174M-R | Insulator 4. MSAK-353 |Gas hose w/grommet
. 4, IMSAK-354 |Control cord 5. | LAK-354 Control cord
Note: will only work on guns 6.| AK-353-2A |Gas hose clamp (2)
with R174-UAG installed 7.|1245 Gland
[l 8.11255 Nut
Conversion kits to convert 180 amp MIG gun to direct mount. Includes connector plug, electrical cord w/plug, and gas hose.
CAK-180 Century®: Powermate 90,160, & 225. Solar125 (New 1982), LHAK-180  Lincoln®: SP85, SP100, 5P100T, SP125 Plus, SP130T, SP135 Plus
Solar165 (New-1982) Solar® 2-175 (New-1982), Solar® 2120 & SP135T, SP140I, SP170T, SP175T, SP175 Plus, Weldpack 100, 100
Portable mig. Snap-On® YA 212,YA219C Portable mig and YA205. Plus, 125, 155, Wirematic 250 and 255.
CAAK-180 Comparc®: M125, M170, M150S & M250S. PROFAX: Pro I, Pro IV,
CKAK-180  Systematics®: MP-140, 175, 230 and 250. Snap-On® MAK-180  Miller®: Cricket, Cricket XL, Challenger, Sidekick, Sidekick XL,
(by Systematics®) YA212, Millermatic 90,120,130, 135, 140, 141, 150, 175, 180, 185, 190,
EAK-180 Esab®(L-Tec/Linde): Migmaster 130. All wire feeders with the 200,210, 211, 212, 250, 250x, 251, 252, 300, 350, 350F, Pulser and
MT200/400 Linde mig gun adapter installed. Vintage. Millermatic 35 (after Jan.1980 beginning w/ s/n JA356001).
HAK-180 Hobart®: Betamig 200, 250 and 251. 22,50, 60, and 70 series feeders. X-Treme® 8VS, 12RC and 12VS
HHAK-180  Hobart®: Handler 120, 130 & 150, Betamig 170 and 1800. 10’ Guns Hobart®: Betamig 2510 and Olympic VS.
only, 00AK-180  Oxomatic®: PS-300Q & AVC-30Q.
LAK-180 Lincoln®: SP150, SP200, LN7, LN8, LN9, LN25, LN742, and PAK-180 Panasonic®: Gunslinger 260.

Synergic 7. Also LN 10,0H10, & STT10 with K1500-1 installed. TAK-180 Hobart® series 2000,2200,2210,2400,2410, Heavy Duty, Model 17,
Hefty, Mijit 17, Portafeed 17, Portawire 17, Portafeed 1000, Ultrafeed
1000, Thermal Arc® TA-3, TAF-2, TAF-4 & Viking 250.

Euro-Quick Eml for the Platinum Compact 180 amp MIG Gun

(M
NO.{ PROFAX NO.| DESCRIPTION NO.| PROFAX NOJ DESCRIPTION NO/ PROFAX NO.| DESCRIPTION
1. |R185-S Spring 7. |140-UA Euro connector 13.| 174EX-1C | Conduit nut
2. |2545-3 | Cable support 8. |2545-4 Machine nut 14,2545 | Euro-Quick connector assy.
3. |62N Nipple 9. |2545-6 Trigger connection male 15.| 2545-C Euro-Quick connector assy.
4. |A-532-24 | 9/16"-18 ball point screw 10.{35-350-1 | Butt connector w/machine nut
5. |114 | Separator 11.{2-MS Metric screw
6. 1104 Cable connector block assy. | 12.35-40-1 0-ring

2 Roll & 4 Roll Wire Feeders Weld Fillet Gage
V" 77

Designed to work with any CV power source.

PRO 11 & PRO IV

See Page 120

= 7 Piece Weld Fillet Gage
» Stainless Steel Construction
» Marked in Standard and Metric Units
« For: = Checking Fillet Throat Sizes
» Checking Fillet Leg Size
* Works on Both Convex and Concave Welds

* Weld Sizes 1/8" (3.2mm) — 1" (25.4mm)
= Carrying Pouch Included

PROFAX NO. | DESCRIPTION
WFG | Weld Fillet Gage 35
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STANDARD FEATURES:
= Ergonomic handle

= Spare switch leads

« Extra flexible cable

« Spring strain reliefs

« Jacketed gooseneck

(PROFAX NO. | LENGTH | WIRE SIZE LENGTH |WIRE SIZE | PROFAX NO. | LENGTH | WIRE SIZE

250-3035-10 10° .030-.035 |250-3035-12 12’ .030-.035 | 250-3035-15 15’ .030-.035 |250-3035-20 20' .030-.035
250-4045-10 10 .040-.045 |250-4045-12 12' .040-.045 | 250-4045-15 15’ .040-.045 |250-4045-20 20' .040-.045
250-052-10 10° 052  |250-062-12 12’ .062 250-052-15 15’ 052 250-3035-25 25’ .030-.085
1250-4045-25 | 25 | .040-.045

g

Platinum Compact
250 Amp MIG Gun

TO ORDER DIRECT CONNECT MIG GUNS

Standard - All wire feeders that accept the “PROFAX" rear adapter. e.g. 250-3035-10

Lincoln® Direct - Add an LN for the standard Lincoln % dia. rear adapter. e.g. LN250-3035-10
Add an LP for the Lincoln Powermig 255. e.q. LP250-3035-10

Miller” Direct Addan M. e.g. M250-3035-10

Euro-Quick Add an X. e.g. X250-3035-10

SEE PAGES 52-53 for more details on direct connects
SEE PAGES 88-89 for list of adapter kits

36
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NO. | PROFAX NO. DESCRIPTION NO. |PROFAX NO.  [DESCRIPTION
1. 22-37 Nozzle 3/8", adj., use w/32 & 52 11, |44C Set screws for gas diffuser/conduit
22-50 Nozzle 1/2", adj., use w/32 & 52 (standard) 12.  |62A45] Jacketed conductor tube 45° (standard)
22-62 Nozzle 5/8", adj., use w/32 & 52 62A45-9J Jacketed conductor tube 45° - 9 inch
22-375S Nozzle 3/8", short stop, use w/32 & 52 62A60J Jacketed conductor tube 60°
22-5055 Nozzle 1/2", short stop, use w/32 & 52 62A80J Jacketed conductor tube 80°
22-6258 Nozzle 5/8", short stop, use w/32 & 52 62A180J Jacketed conductor tube 180°
22137588 Nozzle 3/8", short stop, tapered,use w/32 & 52 62A45 Conductor tube 45°
1a. | 22-62FAS Spot nozzle 62A60 Conductor tube 60° §
2. 24A50 Nozzle 1/2", adj., use w/34A 62A80 Conductor tube 80° - >
24762 Nozzle 5/8", adj., use w/34A 62A180 Conductor tube 180° S _g
24A75 Nozzle 3/4", adj., use w/34A 12a. [72A |Replacement neoprene insulator - =
24A50SS Nozzle 1/2", short stop, adjustable, use w/34A  |13. | 62N Nipple g o
24A625S Nozzle 5/8", short stop, adjustable, use w/34A  [14. |TFX-2 Flexible barrel, extreme heat s
24AT37SS Nozzle 3/8", short stop, tapered, adj., use w/34A |15, |112 Separator =
24A755S Nozzle 3/4", short stop, adjustable, use w/34A  |16. | 1-MBP-10 11/2-20 ball point screws
24AH50 Nozzle 1/2", HD, adjustable, use w/34A 17. |102 Cable connector block assembly
24AH62 Nozzle 5/8", HD, adjustable, use w/34A 18. | 154HD Hanger
24AHT5 Nozzle 3/4", HD, adjustable, use w/34A 19. [82C Handle w/binder screws
3. 23-37 Nozzle 3/8", self insulated 20. [122FM-SET Binders (4 ea.) and screws (4 ea.) for handle
23-50 Nozzle 1/2", self insulated 1. [132-12 Clamp - handle
23-62 Nozzle 5/8", self insulated 22. |AL-300-25  [7/32" hex wrench
23-75 Nozzle 3/4", self insulated 23. |44-25 5/64" hex wrench
23-37F Nozzle 3/8", self insulated, flush 24, 920 Switch contacts 2 ea. w/screws
23-50F Nozzle 1/2", self insulated, flush 25, |92 Trigger switch assembly
23-62F Nozzle 5/8", self insulated, flush 26. [142-65 Spring strain relief for handle
23-75F Nozzle 3/4", self insulated, flush 27. | 250-10 10’ replacement cable assembly
23H50 Nozzle 1/2", HD, self insulated 250-12 12' replacement cable assembly
23H62 Nozzle 5/8", HD, self insulated 250-15 15’ replacement cable assembly
23137 Nozzle 3/8", self insulated, tapered 250-20 20’ replacement cable assembly
4. 24CTH0F Nozzle 1/2", use w/34CT, flush 250-25 25' replacement cable assembly
24CT62F Nozzle 5/8", use w/34CT, flush 250K Cable, bulk (per foot)
24CT75F Nozzle 3/4", use w/34CT, flush 250CK Cloth wrapped cable, bulk (per foot) for guns
24CT37S Nozzle 3/8", use w/34CT, recessed longer than 15’
24CT50S Nozzle 1/2", use w/34CT, recessed 27a. |244 [Terminal
2407625 Nozzle 5/8", use w/34CT, recessed 28. [R185-S |Spring
24CT755 Nozzle 3/4", use w/34CT, recessed 29, [132-12 || Clamp - connector block
5. 32 Insulator 30. [194 Connector tab assembly
6. 34A Insulator 31. |R185H  [Housing
7. | 34CT Insulator w/coarse thread nozzles 32.  |R185-SC Screws for housing (4)
8 1423 Contact tip .023 33.  [FlIST. Separator
14-30 Contact tip .030 34. |A-532-24 9/16-18 ball point screw
14-35 Contact tip .035 Standard [35. |104 Cable connector block assembly B
14-40 Contact tip .040 series tips [36. |[R172-UA Standard connector plug w/62N
14-45 Contact tip .045 R172-UAG Connector plug w/gas hole w/62N
14-52 Contact tip .052 37. |44C Set screw for conduit 8-32
14A364 Contact tip 3/64" (for aluminum) 38. |R174-C Connector, Century”
14H30 Contact tip .030, HD R174-E Connector, Esab®
14H35 Contact tip .035, HD R174-H Connector, Hobart”
14H40 Contact tip .040, HD R174-L Connector, Lincoln®
14H45 Contact tip .045, HD R174-M Connector, Miller®
14H52 Contact tip .052, HD R174-T Connector, standard
14AH364 Contact tip 3/64", HD(for aluminum) 38a |224 0-ring -
14723 Tapered contact tip .023 39. [42-23-15 15' wire conduit assembly .023
14T30 Tapered contact tip .030 42-3035-15 15" wire conduit assembly .030-.035
14735 Tapered contact tip .035 42-4045-15 15" wire conduit assembly .040-.045
14740 Tapered contact tip .040 42-116-15 15" wire conduit assembly .052 - 1/16"
14T45 Tapered contact tip .045 42-3035-25 25" wire conduit assembly .030-.035
14T52 Tapered contact tip .052 42-4045-25 25" wire conduit assembly .040-.045
9. 52 Gas diffuser use w/.030-.052 wire 42-116-25 25’ wire conduit assembly .052 - 1/16"
| 52-23 Gas diffuser use w/.023 wire 42N-3545-15 |15’ teflon conduit assmbly(aluminum).035-.047
10. | 52FN Gas diffuser
M11-1.5Thd- e ,—35 24 Thd.
51-3/8-24 Special Gas Diffuser Adapts 21 series nozzles and
11 series tips to 250 gun M6 -1 Thd.” '@ J))LJ-M
12330 — 37
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PROFAX NOIDESCRIPTIUN

PROFAX NO/DESCRIPTION | TIPI.D.
14-23 Contact ip .023 |.031
14-30 Contact tip .030 |.038 . y
14-35  |Contacttip 035 |.044 L ekl
14-40  |Contacttip .040 |.047 e w 29.62
14-45  [Cortacttip 045 |.054 T';.‘_,
o 14-52 Contact tip 052 |.064 L 1-4/2" J
E 2 14A364  |Contact tip 3/64” |.059 Simadad
E o Series Tips
SE
E o
2
=3
bl (4723 (Contact tip 023 | .031
14730 [Contacttip.030 |.038 1/4-28Thd.—
14735  (Contacttip .035 |.044 = w 20.60FAS
14T40  [Contact fip 040 |.047 14
14745  [Contacttip .045 |.054 Ul 0 |
14752 [Contacttip .052 |.064 il
Tapered
Series Tips
14H30  |Contacttip.030 |.038
14H35  [Contacttip .035 |.044 1/4 - 28 Thd.—,
14H40  [Contact tip .040 |.049 T ) .
14H45  [Contacttip 045 |.054 Pl — i ]
14H52  [Contact tip .052 |.064 f'_l_ e i
14AH364  [Contact tip 3/64" |.059 1-1/2 A
Heavy Duty
Series Tips
- 28 Thd.—
14HT35  [Contacttip .035 |.044 L PAFEITY
14HT40  [Contacttip .040 |.049 i —
14HT45  (Contact tip 045 |.054 — eI
14HT52  [Contacttip .052 |.064 1-1/2" |
Heavy Duty Tapered
Series Tips
L ]
/8"
20-37  |Nozzle 3/8" =
= |22-6288
3-1/8"
(Adjustable used with
32 insulator and 52 gas diffuser)
22-50 Nozzle 1/2"

38

——

3-1/8"
(Adjustable used with
32 insulator and 52 gas diffuser)

2213788

Nozzle 5/8”

Spot Nozzle 5/8"

Nozzle 3/8”

Nozzle 1/2"

Nozzle 5/8"

Tapered nozzle 3/8"

L

58"

3-1/8" -
{Adjustable used with
32 insulator and 52 gas diffuser)

3-5/16" 'J
(Flat arc spot, adjustable used with
32 insulator and 52 gas diffuser)

3/8"
= |
L e——
(Short stop, adjustable used with
32 insulator and 52 gas diffuser)
. — —— 1 g— I[ L
1/2"

S — | L

3
(Short stop, adjustable used with
32 insulator and 52 gas diffuser)

3"
(Short stop, adjustable used with
32 insulator and 52 gas diffuser)

B 3-1/16" *
{Short stop, used with
32 insulator and 52 gas diffuser)
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PROFAX NO} DESCRIPTION PROFAX NO| DESCRIPTION

D45 Thd 1/4-28Thd~  1/2-13Thd; 3/8-24 Thd 7
32 Insulator 52-23 Gas diffuser
L— 7/8"—
Used with adiustable nozzl (Used with 32 insulator
{tedt witrafustable nozdes) .023 diameter wire) g
18—
z2
V2-13Thd., 3/B-24 Thd.; 14-28Thd.,  9/16-18Thd; 38-24Thd.; R=iE]
1/4 - 28 Thd~, J / g Q
e (=)
52 Gas diffuser 52FN Gas diffuser = E
c =
= 9
|-- — oM —| - 2-1/4"
Used with 32 insulator (_Use with 23 SEI'iES_ nozzles or
.0315 thru. .052 diameter wire) with 34A and 24 series nozzles)
38-24Thd.—, —3/8-24Thd.|” =5 3/8- 24 The. « 3/8 - 24 Thd, |‘—‘3 5
T 2 "\ ‘.v’ 5
( % \ .
h—1.7/8"—
PROFAX NO.| DESCRIPTION 38-24Th, > PROFAX NO.) DESCRIPTION aic g
62A45 Conductor tube 45° : ' 62A45J Jacketed conductor tube 45° 3/8 - 24 Thd.
62A60 Conductor tube 60° 62A60J Jacketed conductor tube 60°
B2A80 Conductor tube B0° 62A80J Jacketed conductor tube 80° Also available in
624180 Conductor tube 180° 62A180J Jacketed conductor tube 180° 12" 18" and 24"
62N Nipple - included 62N Nipple - included ! o an

— 3/8- 24 Thd.
9.5/8" — e o
e " ,’f
TFX2-12SP | PROFAX flexible barrel 16” over all length
TFX2-18SP | PROFAX flexible barrel 22° over all length Tigggpf:én:"ﬁr ;';f_:Té?‘N:EBT,EESSi
TFX2-24SP | PROFAX flexible barrel 28™ over all lengfh :

Mote:15' wire conduit assembly (16 - 0" 0.al.)
25" wire conduit assembly (26' - 0" 0.a.l.)

* (see note) +

PROFAX NO. | DESCRIPTION 1.D. | 0.D.

42-23-15 15" wire conduit assembly — used with .023 diameter wire 044 125
42-3035-15 15" wire conduit assembly — used with .030-.035 diameter wire 052 156
42-4045-15 15" wire conduit assembly — used with .040-.045 diameter wire 060 156
42-116-15 15" wirg conduit assembly — used with .052-1/16" diameter wire 078 .156
42-3035-25 25" wire conduit assembly — used with .030-.035 diameter wire 052 156
42-4045-25 | 25" wire conduit assembly — used with .040-.045 diameter wire 060 .156
42-116-25 25" wire conduit assembly — used with .052-1/16" diameter wire 078 156

16'-0" 0.2l

PROFAX NO. | DESCRIPTION 0. :
42N-3545-15 | 15 teflon conduit assembly — used with .035-.047 aluminum wire .065 138 39




. DELI AN 250 AMP SLIM LINE MI
[ ozLian 250 AMPS NEMIGGUN ., .,

STANDARD FEATURES:
 Swivel Gooseneck

» Slim Line Handle

» Locking Trigger Optional

= Extra Flexible Cable
| p— e Mm

« ACME Thread Nozzle

| PROFAX NO.
SP250-3035-10] 10’ .030-.035 |SP250-3035-12] 12’ .030-.035 | SP250-3035-15 15 .030-.035 |SP250-3035-20]  20° .030-.035
SP250-4045-10 10’ 040-.045 |SP250-4045-12] 12 .040-.045 | SP250-4045-15] 15’ .040-.045 |SP250-4045-20{f 20’ .040-.045
SP250-052-10 10 052 SP250-052-12 12 052 SP250-052-15 15 052 SP250-052-20 20° 052
SP250-3035-25]  25' .030-.035
SP250-4045-25(  25' .040-.045
SP250-052-25 25' 052

=]
2]
o
o.
w
=
=
=
=
©
(=%

Slim Line MIG Gun

TO ORDER DIRECT CONNECT MIG GUNS

Standard - All wire feeders that accept the *PROFAX" rear adapter. e.g. SP250-3035-10

Lincoln® Direct -  Add an LN for the standard Lincoln %" dia. rear adapter. e.g. SPLN250-3035-10
Add an LP for the Lincoln Powermig 255. e.g. SPLP250-3035-10

Miller® Direct Add an M. e.g. SPM250-3035-10

Euro-Quick Add an X. e.g. SPX250-3035-10

SEE PAGES 52-53 for more details on direct connects
SEE PAGES 88-89 for list of adapter kits

7
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NO| PROFAX NO. |DESCRIPTION NO. | PROFAX NO. |DESCHIPTIUN
1. | 23CT-37 Nozzle 3/8" (requires tapered tip} 11. {199 Screw 8-32 x 2 inch
23CT-50 Nozzle 1/2" (requires tapered tip) 12. | 140-65P Support spring
23CT-62 Nozzle 5/8” (standard) 13. | SP210 10" replacement cable assembly
23CT-75 Nozzle 3/4" Sp212 12 replacement cable assembly
2a | 178-30 Contact tip .030 SP215 15" replacement cable assembly
175-35 Gontact tip .035 SP220 20" replacement cable assembly
178-40 Contact tip .040 Standard S5P225 25' replacement cable assembly
175-45 Contact tip .045 series tips 14, | AL-300-25 7/32" hex wrench
17AS-364 Contact tip 3/64" 15, |44-25 5/64" hex wrench
178-52 Contact tip ,052 16. |R185-5 Spring
2b. | 165-30 Gontact tip .030 17. 1132-12 Clamp - connector block (2 required)
165-35 Contact tip .035 18. | 244 Terminal
165-40 Contact tip .040 Flush 18. [62N Nipple
165-45 Contact tip .045 20. (114 Separator
165-52 Gontact tip .052 21. |A-532-24 9/16”-18 ball point screws
2c. | 17ST-30 Contact tip .030 22. (104 Cable connector block assembly
178T-35 Contact tip .035 Recessed 23. [194 Connector tab assembly
175T-40 Contact tip .040 T d 24. |R185-H Housing
17ST45  |Contact tip 045 apers 25. [R185-SC Screws for housing (4)
178T-52 Contact tip .052 26. |[R172-UA Standard connector plug
2d. | 165T-30 Contact tip .030 R172-UAG Connector plug w/gas hole
168T-35 Contact tip .035 Flush 27, | 224 0-ring
16ST-40 Contact tip .040 Tanered 28. [44C Set screw for conduit 8-32
16ST-45 Contact tip .045 p 29. |[R174-C Connector, Century”™
165T-52 Contact tip .052 R174-E Connector, Esab”
4. | 44C Set screw R174-H Connector, Hobart®
5. | 43CT Gas diffuser (standard) R174-L Connector, Lincoln®
6. | 66SW Shock washer R174-M Connector, Miller”
7. | 66-30 30° swivel gooseneck R174-T Connector, standard
66-45 45° swivel gooseneck 30. |42-23-15 15" wire conduit assembly .023
66-60 60° swivel gooseneck (standard) 42-3035-15 15" wire conduit assembly .030-.035
66-180 180° swivel gooseneck 42-4045-15 15" wire conduit assembly .040-.045
7a. | TEX-41SP Flexible gooseneck for extreme heat {optional) 42-116-15 15" wire conduit assembly .052 - 1/16”
8. | 826P Handle 42-3035-25 25" wire conduit assembly .030-.035
9. |90T Trigger w/leads (Used on both standard & locking trigger) 42-4045-25 25" wire conduit assembly .040-.045
10. 1 91 Trigger housing w/screw (standard) 42-116-25 25" wire conduit assembly .052 - 1/16”
10a) 91L Locking trigger housing w/screw 42N-3545-15  |15' teflon conduit assembly (aluminum).035-.047
Regulator/Flowmeter
High Quality Multi-Purpose
SPECIFICATIONS:

* Brass body

* Preset @ 30 psi
* Flow meter range - 10-60 scth
« Economical design

8 Way MIG Plier

Plier is packaged on display card.

PROFAX NO. GAS SERVICE | CGA INLET PROFAX NO. DESCRIPTION
RF1430-580 Argon & Argon/CO2 Mixes 580 8WMP 8 Way MIG Plier
RF1430-320 €02 320

: SP230)

0GZ2dS wnunejd
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PROFAX NOJDESCRIPTION |TIP LD. PROFAX NO. [DESCRIPTION
175-30  |Contact tip .030 |.040 Recessed
175-35  |Contact tip .035 |.044 & - 1.25 Thd.— 9/16 - 10 ACME Thd. —

175-40  |Contact tip .040 |.049 — \
17545  |Contact tip .045 | 054 S w o
17A5-364 |Contact tip 3/647.060 aluminum M. £
178-52  |Contact tip .052 |.064 | 1350 L

Standard tip shipped with gun. == mm =

3300 — ---1
Requires 17ST Series Tip

Platinum SP250
Slim Line MIG Gun

9/16 - 10 ACME Thd.—

17ST-30  {Contact tip .030 |.040 Recessed

1751-35 |Contact tip .035 |.044 M8 - 1.25 Thd. — ;

17ST-40  [Contact tip .040 [.049 g ' 230150 |Nozzle 1/2 sl

178145 (Contact tip .045 |.054 VY - =2

1781-52  (Contact tip .052 |.064 4 = 1 \_ . J
' Requires 17ST Series Tip

16530 (Contact tip .030 |.040 Flush e S

165-35  |Contact tip .035 |.044 M8 - 1.25 Thd.— 3

168-40  (Contact tip .040 |.049 = : 23CT-62  |Nozzle 5/8” 5/8” 1.0.
16S-45  [Contact tip .045 |.054 38 )
% L 3

165-52  |Contact tip .052 |.064 |

1-142™
16ST-30  (Contact tip .030 |.040 Flush 9/16 - 10 ACME Thd. —
16ST-35  |Contact tip .035 |.044 M8 -1.25 Thd.—,
16ST-40  [Contact tip .040 |.049 s )
16ST-45 (Contact tip .045 |.054 iy @ B Nozzle /4
168T-52  [Contact tip .052 |.064 =1 Py
L 3.300 -
8916-10 AEME—\ 3/8-24 Thd—f 5
i Lo e 665W Shock washer 7/871.0.
'[Standarll) M8 - 1.25 Thd. /S = 4
- - 2550 — J | i
=34

42
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e
! 3.500"_
PROFAX NO, | DESCRIPTION S — 38-24 PROFAX NO. | DESCRIPTIO Oy JB-2
66-30 30° Swivel goosenecks /" intemal Thd.  [66-45 45° swivel goosenscks /" Intemal Thd.
. 3500" . 2y
3 &
== e
— . 3 E
— - /8- 24 s
Internal Th. o 3
PROFAX NO. | DESCRIPTION P 378 -24 PROFAX NO. | DESCRIPTION 2s
66-60 B0° swivel goosenecks o Internal Thd. 66-180 180° swivel goosenecks =

PROFAX NO. | DESCRIPTION
PROFAX swivel flexible barrel for extreme heat

PROFAX NO. [DESCRIPTION

TFX41SP-12SP |PROFAX flexible barrel 16" over all length  FOR SPECIAL APPLICATIONS
TFX415P-185P |PROFAX flexible barrel 227 over all length THESE TFX-415P'S ARE
TFX415P-24SP |PROFAX flexible barrel 287 aver all length ~ AVAILABLE ON REQUEST.

OPTIONAL

La/g .04
Internal Thd.

PROFAX NO. | DESCRIPTION \ PROFAX NO. | DESCRIPTION \
1/2 - 20 Thd.—

66-45HD Jacketed conductor tube 60° 1/2 - 20 Thd. - Jacketed conductor tube 60°

NEW Design 7 /220 Th.

c 12- 20Thd M8 - 1.25 Thd.

PROFAX NO. | DESCRIPTION
PROFAX swivel flexible barrel for extreme heat

PROFAX NO. |DESCRIPTION _ L 134" J

TFX41HD-12SP | PROFAX flexible barrel 16" over all length  FOR SPECIAL APPLICATIONS
TFX41HD-185P | PROFAX fiexible barrel 227 over all length THESE TFX-41HD'S ARE PROFAX NO. | DESCRIPTION
TFX41HD-245P | PROFAX flexible barrel 287 over all length  AVAILABLE ON REQUEST. 55HD Heavy duty diffuser

[ -1 e | Note:15' wire conduit assembly (16"~ 0" 0...)

L 40 25" wire conduit assembly (26'- 0" 0.al.)
b— (see note) - — =

PROFAX NO.  |DESCRIPTION 1.D. | oD.
42-23-15 15" wire conduit assembly — used with .023 diameter wire 044 125
42-3035-15 15" wire conduit assembly — used with .030-.035 diameter wire 0562 .156
42-4045-15 15" wire conduit assembly — used with .040-.045 diameter wire 060 156
42-116-15 15" wire conduit assembly — used with .052-1/16" diameter wire 078 156
42-3035-25 |25’ wire conduit assembly — used with .030-.035 diameter wire 052 .156
42-4045-25 25" wire conduit assembly — used with .040-.045 diameter wire 060 156
42-116-25 25" wire conduit assembly — used with .052-1/16" diameter wire 078 .156

4 J
- 16'-0" 0.2l

PROFAX NO. |DESCRIPTION
42N-3545-15 |15’ teflon conduit assembly — used with .035-.047 aluminum wire .065 | 138 43




* [ & DELI AN “CHOICE” FC250 AMP MIG GUN

GODOD FOREVER

_——p—t. R A
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STANDARD FEATURES:

=

o * Slim ergonomic handle * Heavy duty contact tips for longer life =
o « Large integral cooling slots * Heavy duty copper gas diffuser =
= » Gooseneck can rotate a full 360 degree = Heavy duty slip-on nozzle

E = Set screw for liner is located on side of handle = Available up to .052 wire size

(-]

(¥

for protection from spatter

Platinum “Choice”

| PROFAX NO. | PROFAX NO. | LENGTH _[WIRE SIZE | PROFAX NO. | LENGTH | WIRE SIZE
FC250-3035-10] 10' | .030-035 |FC250-3035-12] 12 | .030-035 | FC250-3035-15] 15' |.030-035 |FC250-3035-20] 20 | .030-035
FC250-4045-10] 10° | .040-045 |FC250-4045-12] 12 | .040-045 | F0250-4045-15] 15° |.040-045 |FC250-4045-20] 20" | .040-045
FC250-052-10 | 10 | 052 |FC250-052-12 | 12 | .052 |FC250-052-15 | 15° | 052 |FC250-3035-25| 25 |.030-035

FC250-4045-25| 25' | .040-.045

TO ORDER DIRECT CONNECT MIG GUNS ’ '(
Standard - All wire feeders that accept the “PROFAX" rear adapter. e.g. FC250-3035-10 NN‘J l Afi <
Lincoln® Direct -  Add an LN for the standard Lincoln %" dia. rear adapter. e.g. FCLN250-3035-10 N = - s

Add an LP for the Lincoln Powermig 255. e.g. FCLP250-3035-10 1@:‘ ' 3 N
Miller* Direct Addan M. e.g. FCM250-3035-10 o - \] D
Euro-Quick Add an X. e.g. FCX250-3035-10 (& . G L

SEE PAGES 52-53 for more details on direct connects - - 7
SEE PAGES 88-89 for list of adapter kits .
d 57HD-LG - Liner Gauge
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DELI AN  “CHOICE” FC250 AMP MIG GUN PARTS LIST
GOOD FOREVER — — —— BN
- — B N Y ee——
NO. | PROFAX NO. | DESCRIPTION NO. |PROFAX NO. | DESCRIPTION
1. |27550 H.D. nozzle 1/2" (copper) 11. 146C Socket head cap screw
27562 H.D. nozzle 5/8" (copper)(standard) 12. |45C Set screw 8-32 x 1/4
27875 H.D. nozzle 3/4" (copper) 13. |87 Handle w/screws
27550GL H.D. nozzle 1/2" (copper) (Use 17SLT series tip) 14, (97T Trigger
27562GL H.D. nozzle 5/8" (copper) 15. [154FC Hanger bracket
27S75GL H.D. nozzle 3/4" (copper) 16. | 122F Post for 122FM-SET
27138 Tapered nozzle 3/8” (brass) (Use 17SLT series tip) 17. |122M Screw for 122FM-SET
271038 Tapered nozzle 3/8" (copper) (Use 17SLT series tip) 18, [40MQ Male quick connect o
27150 Nozzle 1/2" bottle (copper) 20. |87-S Support spring £
27K50 M.D. nozzle 1/2" (copper) 21, |FC-210 10" cable assembly s
27K62 M.D. nozzle 5/8” (copper) FG-212 12 cable assembly a-
2. |178T-30 Contact tip .030 .040 FC-215 15" cable assembly —
175T-35 Contact tip .035 044 FC-220 20’ cable assembly o3
17S8T-40 Contact tip .040 049 FC-225 25' cable assembly
175T-45 Contact tip .045 .054 22. |44-25 5/64" hex wrench
175T-52 Contact tip .052 .064 23. |AL187 3/16” hex wrench
2a. [16ST-30 Contact tip .030 040 24. |R185-S Spring
16S5T-35 Contact tip .035 044 25. |132-12 Clamp (2 required)
165T-40 Contact tip .040 .049 26. |244 Terminal
165T-45 Contact tip .045 .054 27, | 194 Connector tab assembly
165T-52 Contact tip .052 .064 28. |62N Nipple
2b. | 178LT-35 Contact tip .035 044 29. |[114 Separator
17SLT-40 Contact tip .040 .049 Used with 30, |104 Cable connector block assembly
17SLT-45 Contact tip .045 054 27738 31. |A-532-24 9/16" ball point screws
175L1-52 Contact tip .052 064 32. |R185-H Housing w/screws
3. |175-30 Contact tip .030 .040 33. |R185-5C Screws for housing (4)
178-35 Contact tip .035 044 Standard 34. |R172-UA Standard connector plug w/62N
175-40 Contact tip .040 .049 series R172-UAG Connector plug w/gas hole w/62N
178-45 Contact tip .045 054 contact tip 35. |R174-C Connector, Century®
17AS-364 Contact tip 3/64" aluminum ~ .060 R174-E Connector, Esab”(L-Tec®)
175-52 Contact tip .052 .064 R174-H Connector, Hobart®
3a. [165-30 Contact tip .030 .040 R174-L Connector, Lincoln®
16S-35 Contact tip .035 044 R174-M Connector, Miller®
168-40 Contact tip .040 .049 R174-T Connector, (standard)
165-45 Contact tip .045 .054 36. |44C Set screw 8-32 x 1/4”
165-52 Contact tip .052 .064 37. |224 0-ring
4. |FC55 Gas diffuser 38, |42-23-15 15" wire conduit assembly .023
5. |240 Retaining ring 42-3035-15 15" wire conduit assembly .030-.035
6. |260 0-ring 42-4045-15 15" wire conduit assembly .040-.045
7. |B6BSW H.D. shock washer 42-116-15 15" wire conduit assembly .052 - 1/16”
8. |62FC30HD Gooseneck 30° 42-3035-25 25" wire conduit assembly .030-.035
62FC45HD Gooseneck 45° (standard) 42-4045-25 25" wire conduit assembly .040-.045
62FCE60HD Gooseneck 60° 42-116-25 25" wire conduit assembly .052 - 1/16”
62FC180HD | Gooseneck 180° 42N-3545-15 15 teflon conduit assembly (aluminum) .035-.045
9. |S70011 0-ring 39. |57HD-LG Gauge for setting liner
10. | TEX-62FC Flexible barrel, extreme heat

PROFAX NO.|DESCRIPTION

JL-4

*Prevents seizing
when used on
contact tip, nozzle &
gas diffuser threads.

Copper coat anti-seize lubricant - 4 oz.

JL-8

Copper coat anti-seize lubricant - 8 oz.

JL-16

Copper coat anti-seize lubricant - 16 oz.
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Universal
flow
tester

PROFAX NO.|DESCRIPTION
Flow tester for Argon &
G0z 0-50 SCFH
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“CHOICE” FC250 AMP MIG GUN

PROFAX NO.| DESCRIPTION TIP L.D.
17530 [Contact tip .030 040 Recessed
178-35  [Contact fip .035 044 M8 - 1.25 Thd.—
17540 [Contact tip .040 049 ¥ )
175-45  [Contact tip .045 054 3/8 27750 Nozzle 1/2
17A5-364 (Contact tip 3/64” aluminum |.060 = | : |
17852 [Contact fip .052 064 - 1.350 &1/8
. *Standard tip shipped with gun.
S
P — |
el 175730 [Contacttp 030 040 R;;e;s::fm : e
-l —8 175T-35  [Contact tip .035 044 Tk 4 " i |
==l 175740  [Contact tip .040 R R — B O Nozzla 172
=Rl 17ST-45  [Contact fip .045 054 e L )
RSl 1757-52  (Contact tip .052 064 N ] 2.7/8 J
= 1.350
Recessed
i M8 -1.25 Thd.—
175LT-35 [Contact tip .035 044 e \
175L7-40 (Contact tip .040 049 g w ’
175L1-45  (Contact tip .045 054 f £ D Nozie 172
1751752 [Contact tip .052 064 s ik J 0.7/8" J
(Use with 27T38 nozzle)
165-30  |Contact tip .030 040 Flﬁh i
165-35  |Contact tip .035 044 L) s o .
165-40  (Contact fip .040 049 w 27K62 M.D. Nozzle 5/8
165-45  [Contact tip .045 054 ‘il
165-52  [Contact tip .052 064 P s
168T-30  [Contact ip .030 040 Flush
16ST-35  [Contact tip .035 044 M8 - 1.25 Thd.—,
165T-40  [Contact tip .040 .049 ..8" i— 97562 H.D. Nozzle 5/8"
165T-45  [Contact tip .045 054 ¥
168T-52  |Contact tip .052 064 L I - o
FC55 Diffuser 27575 H.D. Mozzle 3/4”
7/8"1.D
66SW H.D. shock washer 278506L  |H.D. Nozzle 172
- 340
s ‘
. /87 | D, [T
27738 Tapered nozzle 3/8 - SR ISP | 2756261 [H.0. Nozzle 5/8”
—— 21316 —
(Use with 175LT series tips)
278756L  |H.D. Nozzle 3/4”
277038 Tapered nozzle 3/8”
2.13/16" _J CLI{;!’IE‘W - .2-.7;"3"- “
(Use with 175LT series tips)

46
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1/2 - 20 Thd.~"

1/2 - 20 Thd.-

PROFAX NO. |  DESCRIPTION Also avdlablc In PROFAX NO. | DESCRIPTION Also available in

62FC30HD Gooseneck 30° 12”,18", and 24” 62FCBOHD GOOSENECK 60° 12", 18", and 24"

L
QE
a2
S 3
=
=)
m:’
oo
oS
s 8

i‘ 4.400" 1

1/2-20Thd. -/

1/2- 20 Thd.

Also available in Also available in

PROFAX NO. |  DESCRIPTION i : PROFAX NO. | DESCRIPTION 20 dve J
62FCA5HD | Gooseneck 45° (standard) 127, 18", and 24 62FCTB0HD | Gooseneck 180° 127,18", and 24
///\\
" |
o ol
NEW Design e 7l

= <o =l — 1/2- 20 Thd.
for
Extreme Heat

PROFAX NO. DESCRIPTION
PROFAX flexible barrel 250 amp FC gun

PROFAX NO.  |DESCRIPTION

TFEX62FC-125P |PROFAX flexible barrel 167 over all length  FOR SPECIAL APPLICATIONS
TFXB2FC-185P [PROFAX flexible barrel 227 aver all length THESE TFX-62FC’S ARE
TEX62FC-245P |PROFAX flexible barrel 287 over all length AVAILABLE ON REQUEST.

Note:15" wire conduit assembly (16" - 3" 0.al)
25" wire conduit assembly (26' - 6" 0.a.l)

- (see note) =

42-23-15 15" wire conduit assembly — used with .023 diameter wire 044 125
42-3035-15 15" wire conduit assembly — used with .030-.035 diameter wire 052 .156
42-4045-15 15" wire conduit assembly — used with .040-.045 diameter wire 060 156
42-116-15 15" wire conduit assembly — used with .052-1/16" diameter wire 078 156
42-3035-25 25" wire conduit assembly — used with .030-.035 diameter wire 052 156
42-4045-25 |25 wire conduit assembly — used with .040-.045 diameter wire .060 156
42-116-25 25" wire conduit assembly — used with .052-1/16" diameter wire 078 156
16" -0" o.al

PROFAX NO.  |DESCRIPTION |
42N-3545-15 |15’ teflon conduit assembly — used with .035-.047 aluminum wire .065 138 47

“CHOICE” FC250 AMP MIG GUN




DELLAN 250 AMP HEAVY DUTY

STANDARD FEATURES:

""'ﬁ‘ §_ T-uu LI [}
[ I—'nom'-,‘?n e M el &
= Spare switch leads

= Extra flexible cable
« Spring strain reliefs
« Jacketed gooseneck

\PROFAX NO. | LENGTH |WIRE SIZE |PROFAX NO. | LENGTH |WIRE SIZE | PROFAX NO.
HD250-3035-10 . HD250-3035-12) 12’
HD250-4045-10 HD250-4045-12] 12
HD250-052-10 | _ HD250-052-12 | 12°

250 Amp H.D.
MIG Gun

LENGTH |WIRE SIZE | PROFAX NO. | LENGTH | WIRE SIZE
035 | HD250-3035-15] 15° | HD250-3035-20
045 | HD250-4045-15] 15’ HD250-4045-20

052 | HD250-052-15 | 15’ 052 |HD250-052-20 | 20’

£ = 1 BE= = = 3 HD250-3035-25| [ 035
| HD250-4045-25] 045
(== : | HD250-052-25 052

TO ORDER DIRECT CONNECT MIG GUNS

Standard - All wire feeders that accept the “PROFAX" rear adapter. e.g. HD250-3035-10

Lincoln® Direct -  Add an LN for the standard Lincoln %" dia. rear adapter. e.g. HDLN250-3035-10
Add an LP for the Lincoln Powermig 255. e.g. HDLP250-3035-10

Miller® Direct Add an M. e.g. HDM250-3035-10

Euro-Quick Add an X. e.g. HDX250-3035-10

bl
e 7=

/ \."\,_
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/ W, :

57HD-LG - Liner Gauge

SEE PAGES 52-53 for more details on direct connects 33
SEE PAGES 88-89 for list of adapter kits
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